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      TECHNICAL SPECIFICATIONS DOUBLE DISC SEEDER

  QTY Colture    Row   Olivia 15   Olivia 19   Olivia 23   Olivia 27   Olivia 31

  Operation Width   mm

  Transport Width   mm

  Operaiton Speed   km/h

  Seed Tank Volume (With Ferilizier)   Liter

  Required Power   HP

  Seed Tank Volume (Without Ferilizier)   Liter

  Nter-Row Distance   mm

  Transport Length   mm

  Transport Height   mm

  Weight   Kg

  Fertilizer Tank Volume (With Ferilizier)   Liter

  Tire Size

  2000

  2100

  7-10

  320/variable

  80-90

  640

  130

  2570

  1770

  1100

  320/variable

  600-16

  2500

  2620

  7-10

  410/variable

  100-110

  820

  130

  2570

  1770

  1375

  410/variable

  600-16

  3000

  3250

  7-10

  500/variable

  110-120

  1000

  130

  2570

  1770

  1650

  500/variable

  10.0/75-15.3

  3500

  3770

  7-10

  590/variable

  120-140

  1180

  130

  2570

  1770

  1925

  590/variable

  10.0/75-15.3

  4000

  4290

  7-10

  655/variable

  140

  1310

  130

  2570

  1770

  2200

  655/variable

  10.0/75-15.3
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   Model    Unit   Fertilizer

4 Row      TECHNICAL SPECIFICATIONS 6 Row 8 Row

  None   Fertilizer   None   Fertilizer   None
  Width   mm

  Length   mm

  Fertilizier Tank Volume   Liter

  Operation Speed

  Operation Speed

  Qty

  Km/h
  Weight

  Weight

  cm

  Kg

  Height   mm

  Operation Depth   Liter

  Interrow Distance   mm

  Required Power

  Required Power

  mm

  HP

  3000

  1970

  2 x 200

  variable

  5-7

  1 - 177

  1060

  1600

  4x45

  1-6

  450-750

  70+

  3000

  1970

  -

  variable

  5-7

  1 - 177

  860

  1600

  4x45

  1-6

  450-700

  70

  4200

  1970

  2 x 300

  variable

  5-7

  1 - 177

  1450

  1600

  6x45

  1-6

  450-750

  90+

  4200

  1970

  -

  variable

  5-7

  1 - 177

  1200

  1600

  6x45

  1-6

  450-750

  90

  5400   5400

  1970   1970

  4 x 200   -

  variable

  5-7

  variable

  5-7

  1 - 177

  2000

  1 - 177

  1500

  1600   1600

  8x45   8x45

  1-6   1-6

  450-750

  120+

  450-750

  120
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   Model    Unit   Fertilizer

3 Row      TECHNICAL SPECIFICATIONS 5 Row 7 Row 9 Row

  None   Fertilizer   None   Fertilizer   None   Fertilizer   None
  Width   mm

  Length   mm

  Fertilizier Tank Volume   Liter

  Operation Speed   Km/h

  Weight   Kg

  Height   mm

  Operation Depth   mm

  Interrow Distance   cm

  Required Power   HP

  2000

  2100

  350

  5-10

  550

  1450

  150

  700-750

  50

  2000

  1700

  -

  5-10

  420

  1100

  150

  700-750

  50

  3000

  2100

  420

  5-10

  870

  1450

  150

  700-750

  60+

  3000

  2400

  -

  5-10

  600

  1100

  150

  700-750

  60

  31   31   31   31

  2100   2400   2100   2400

  2 x 280   -   2 x 420   -

  5-10   5-10   5-10   5-10

  1150   820   1560   1200

  1450   1100   1450   1100

  150   150   150   150

  700-750   700-750   700-750   700-750

  70+   70   110+   110
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  Model(ORACLE)  8.70  5.70   6.70  4.70   8.75  5.75   6.75  4.75
  Number of Rows

  Total Width (m)

  Total Height(m)

  Continuous Working Hours (h)

  Row Divider Cover Material

  Shaft RPM (1/min)

  Number of Collector 
  Roller Knives(piece)

  Number of Scrapper Knives 
  (piece)

  Number of Chopper  
Knives(piece)

  Distance Between Knives

  Knife Hardness(RSD-C)

  Performance(ha/h)

  Distance Between Rows

  Working Width (m)

  Total Length (m)

  Weight(kg) 

  Number Of Row Dividers
  (piece)

  Power Supply

  Number of Gathering Chains

  Chopper

  Noise Level

Recommended Working Speed

  8  5   6  4

  5,85  3,75   4,45  3,05

  1,20  1,20   1,20  1,20

  8h

Polythene

  8h

Polythene

  8h

Polythene

  8h

Polythene

  450-750

  64

  16

  16

  Hydraulically 
Adjustable

  50,8

  3,1

  70cm

  450-750

  40

  10

  10

  Hydraulically 
Adjustable

  50,8

  2,08

  70cm

  450-750

  48

  12

  12

  Hydraulically 
Adjustable

  50,8

  2,33

  70cm

  450-750

  32

  8

  8

  Hydraulically 
Adjustable

  50,8

  1,83

  70cm

  5,45  3,35   4,05  2,65

  3,00  3,00   3,00  3,00

  1500

  3

  2050

  5

  1800

  4

  2650

  7

  1550

  3

  2110

  5

  1850

  4

  2750

  7

 Combine 
Harvester

  16

  Yes

  <80dB

  5km/h

 Combine 
Harvester

  10

  Yes

  <80dB

  5km/h

 Combine 
Harvester

  12

  Yes

  <80dB

  5km/h

 Combine 
Harvester

  8

  Yes

  <80dB

  5km/h

  8  5   6  4

  6,20  3,95   4,70  3,20

  1,20  1,20   1,20  1,20

  8h

Polythene

  8h

Polythene

  8h

Polythene

  8h

Polythene

  450-750

  64

  16

  16

  Hydraulically 
Adjustable

  50,8

  3,1

  75cm

  450-750

  40

  10

  10

  Hydraulically 
Adjustable

  50,8

  2,08

  75cm

  450-750

  48

  12

  12

  Hydraulically 
Adjustable

  50,8

  2,33

  75cm

  450-750

  32

  8

  8

  Hydraulically 
Adjustable

  50,8

  1,83

  75cm

  5,80  3,55   4,30  2,80

  3,00  3,00   3,00  3,00

 Combine 
Harvester

  16

  Yes

  <80dB

  5km/h

 Combine 
Harvester

  10

  Yes

  <80dB

  5km/h

 Combine 
Harvester

  12

  Yes

  <80dB

  5km/h

 Combine 
Harvester

  8

  Yes

  <80dB

  5km/h
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   Model (Rhodora)

   Model (Rhodora)

  9.70K

  16.70K

  7.70K

  14.70K

  8.70K

  15.70K

  6.70K

  13.70K

  9.70

  16.70

  7.70

  14.70

  8.70

  15.70

  6.70

  13.70

  10.70K

  17.70K

  10.70

  17.70

  11.70K

  18.70K

  11.70

  18.70

  12.70K   12.70
  Number of Rows

  Number of Rows

  Total Width (m)

  Total Width (m)

  Continuous Working Hours (h)

  Continuous Working Hours (h)

  Shaft RPM (1/min)

  Shaft RPM (1/min)

  Stem Chopping System

  Stem Chopping System

  Performance (ha/h)

  Performance (ha/h)

  Knife Hardness (RSD-C)

  Knife Hardness (RSD-C)

  Number of Tray (piece)

  Number of Tray (piece)

  Tray Width (cm)

  Tray Width (cm)

  Working Width (m)

  Working Width (m)

  Weight (kg)

  Weight (kg)

  Power Supply

  Power Supply

  Distance Between Tray
  (Adjustable)

  Distance Between Tray
  (Adjustable)

  Recommended Working Speed

  Recommended Working Speed

  Number of Knife (piece)

  Number of Knife (piece)

  Distance Between Rows

  Distance Between Rows

  Noise Level

  Noise Level

  9

  16

  7

  14

  8

  15

  6

  13

  6,45

  11,35

  5,05

  9,95

  5,75

  10,65

  4,35

  9,25

  8h

  8h

  8h

  8h

  8h

  8h

  8h

  8h

  450-750

  450-750

  Yes

  Yes

  450-750

  450-750

  Yes

  Yes

  450-750

  450-750

  Yes

  Yes

  450-750

  450-750

  Yes

  Yes

  4,16

  8,68

  50,8

  50,8

  16

  30

  30

  30

  3,19

  7,56

  50,8

  50,8

  12

  26

  30

  30

  3,67

  8,12

  50,8

  50,8

  14

  28

  30

  30

  2,69

  7

  50,8

  50,8

  10

  24

  30

  30

  5,95

  10,85

  4,55

  9,45

  5,25

  10,15

  3,85

  8,75

  2560

  3870

  2200

  3450

  2430

  3630

  2000

  3200

Combine
Harvester

Combine
Harvester

3,5-7 cm

3,5-7 cm

Combine
Harvester

Combine
Harvester

3,5-7 cm

3,5-7 cm

Combine
Harvester

Combine
Harvester

3,5-7 cm

3,5-7 cm

Combine
Harvester

Combine
Harvester

3,5-7 cm

3,5-7 cm

Combine
Harvester

Combine
Harvester

3,5-7 cm

3,5-7 cm

Combine
Harvester

Combine
Harvester

3,5-7 cm

3,5-7 cm

Combine
Harvester

3,5-7 cm

Combine
Harvester

Combine
Harvester

3,5-7 cm

3,5-7 cm

Combine
Harvester

Combine
Harvester

3,5-7 cm

3,5-7 cm

Combine
Harvester

Combine
Harvester

3,5-7 cm

3,5-7 cm

Combine
Harvester

Combine
Harvester

3,5-7 cm

3,5-7 cm

Combine
Harvester

Combine
Harvester

3,5-7 cm

3,5-7 cm

Combine
Harvester

Combine
Harvester

3,5-7 cm

3,5-7 cm

Combine
Harvester

3,5-7 cm

  7km/h

  7km/h

  18

  32

  70 cm

  70 cm

  <80dB

  <80dB

  7km/h

  7km/h

  14

  28

  70 cm

  70 cm

  <80dB

  <80dB

  7km/h

  7km/h

  16

  30

  70 cm

  70 cm

  <80dB

  <80dB

  7km/h

  7km/h

  12

  26

  70 cm

  70 cm

  <80dB

  <80dB

  9

  16

  7

  14

  8

  15

  6

  13

  6,45

  11,35

  5,05

  9,95

  5,75

  10,65

  4,35

  9,25

  10h

  10h

  10h

  10h

  10h

  10h

  10h

  10h

  450-750

  450-750

  No

  No

  450-750

  450-750

  No

  No

  450-750

  450-750

  No

  No

  450-750

  450-750

  No

  No

  4,76

  8,68

  16

  30

  30

  30

  3,64

  7,56

  12

  26

  30

  30

  4,2

  8,12

  14

  28

  30

  30

  3,08

  7

  10

  24

  30

  30

  5,95

  10,85

  4,55

  9,45

  5,25

  10,15

  3,85

  8,75

  8km/h

  8km/h

  70 cm

  70 cm

  <80dB

  <80dB

  8km/h

  8km/h

  70 cm

    70 cm

  <80dB

  <80dB

  8km/h

  8km/h

  70 cm

  70 cm

  <80dB

  <80dB

  8km/h

  8km/h

  70 cm

  70 cm

  <80dB

  <80dB

  10

  17

  7,15

  12,05

  8h

  8h

  450-750

  450-750

  Yes

  Yes

  4,65

  9,24

  50,8

  50,8

  18

  32

  30

  30

  6,65

  11,55

  2700

  4120

  7km/h

  7km/h

  20

  34

  70 cm

  70 cm

  <80dB

  <80dB

  10

  17

  7,15

  12,05

  10h

  10h

  450-750

  450-750

  No

  No

  5,32

  9,24

  18

  32

  30

  30

  6,65

  11,55

  8km/h

  8km/h

  

  70 cm

  70 cm

  <80dB

  <80dB

  11

  18

  11

  18

  12   12

  7,85

  12,75

  7,85

  12,75

  8,55   8,55

  8h

  8h

  10h

  10h

  8h   10h

  450-750

  450-750

  Yes

  Yes

  450-750

  450-750

  No

  No

  450-750

  Yes

  450-750

  No

  30

  5,14

  9,8

  50,8

  50,8

  20

  34

  30

  30

  5,88

  9,8

  20

  34

  30

  30

  5,63

  50,8

  22

  30

  6,44

  22

  7,35

  12,25

  7,35

  12,25

  8,05   8,05

  2830

  4400

  2980

  7km/h

  7km/h

  22

  36

  70 cm

  70 cm

  <80dB

  <80dB

  8km/h

  8km/h

  70 cm

  70 cm

  <80dB

  <80dB

  7km/h

  24

  70 cm

  <80dB

  8km/h

  70 cm

  <80dB
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      TECHNICAL SPECIFICATIONS

   Model   DIKENBOLE
  Rotor Length

  Rotor Speed (rpm)

  Turbine Speed (rpm)

  Picking Unit Width (mm)

  Draw Bar

  Tires

  Required Power (hp)

  Rotor Diameter (mm)

  Turbine Diameter (mm)

  Turbine Material

  Tank Capacity (ltr)

  Rotor and Rear Sieves

  Picking Unit Movement

  Operation Speed (km/h)

  Shaker Pan Movement

  Total Weight(kg)

  3000

  400

  1600

  1800

  Stable on The Middle

  16.0/70-20

  120

  500

  700

  HARDOX

  3000

  Changable

  Hydralic - Speed Adjustable

  4-6

  Hydralic - Speed Adjustable

  4300
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      TECHNICAL SPECIFICATIONS

   Model   Bean Harvesting Machine
  Length (mm)

  Heigth (mm)

  Feeding Chamber (mm)

  Standard Sieve Diameter (mm)

  Working Capacity

  Width (mm)

  Weight (kg)

  Number of Phantose AX (Unit)

  Wheel Dimension

  Required Power (hp)

  5500

  2750

  1200

  28 (OPS. 14.35)

  1700

  2200

  2550

  54

  9.00 16 KNK26

  65-80
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      TECHNICAL SPECIFICATIONS

   Model   Krysti Bean Rod Cutter
  Interrow Distance (cm)

  Total Width (cm)

  Height (cm)

  Required Power

  Cereals To Be Cut

  Dividing Colture

  Operating Width (cm)

  Length (cm)

  Weight (kg)

  Operation Capacity

  Oil Tank Capacity
  Cooler

  Operation Types

  45

  320

  210

120 HP For Rear Pto - 150 HP For Front Pto

  Bean Lentil Chickpea

  Hydromotor

  270

  240

  1500

  10,000 m2 Per Hour

  120 Lt

  Oil Cooling Radiator

  Tractor or Combine Harvester
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      TECHNICAL SPECIFICATIONS

   Model   Kry Jr Bean Collector
  Picking Unit Width (mm)

  Required Power (mm)

  Movement

  Total Width (mm)

  Total Weight (kg)

  Mounting Style

  1300

  50

  Hydraulic Motors

  1700

  460

  Front / Rear of Tractor






